FUTEK MODEL LCF400
ITEM NUMBER: QSH01815
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TENSION AND COMPRESSION LOAD
CELL W/ D38999/21YB98PN

CONNECTOR

TORQUE: 6600 in-lb

EMI/ENVIRONMENTAL
GASKET

RECEPTACLE
D38999/21YB98PN
PER MIL-C-38999

ENDS)

+ OUTPUT (1)
(TENSION)

BENDING: 5800 in-Ib
SHEAR: 4000 Ib

ENGRAVED INFORMATION
FUTEK LOGO

ITEM NUMBER

MODEL NUMBER
CAPACITY

S/N

SPECIFICATIONS

RATED OUTPUT

CAPACITY

SAFE OVERLOAD

ZERO BALANCE
EXCITATION (VDC OR VAC)
BRIDGE RESISTANCE

NONLINEARITY
09512411 {ysTERESIS
¥ NONREPEATABILITY

| N

0.25 [6.4]

NOTES:
1) RATED OUTPUT IS ADIJUSTED AND MAINTAINED IN TENSION
DIRECTION ONLY

\ LOADING SURFACE

TEMP. SHIFT ZERO
TEMP. SHIFT SPAN
COMPENSATED TEMP.
OPERATING TEMP
WEIGHT (approx)
MATERIAL

MATERIAL FINISH
CONNECTOR

MATING CONNECTOR
INSULATION RESISTANCE
NUMBER OF BRIDGES
EMI GASKET SHIELDING

340.25% mV/V (1)

5000 Ib [22200 N]

150% of R.O.

+1% of R.O.

18 MAX

350 Q nom

+0.2% of R.O.

+0.2% of R.O.

+0.05% of R.O.

+0.002% of R.0O./°F (£0.004 of R.0./°C)
+0.002% of LOAD/°F (£0.004 of LOAD/°C)
0to 150 °F (-18 to 66 °C)

-65 to 200 °F (-54 to 93 °C)

3lb

17-4ph S.S. (FLEXURE) ,304 S.S (COVER)
PASSIVATED PER AMS2700

DB9 MALE

D38999/26KB98SN (NOT INCLUDED)
1000 MOhms AT 50 VDC

1

<85 dB OVER 14KHz TO 1GHz RANGE

CUSTOMER APPROVAL- COMPANY:

CUSTOMER APPROVAL- NAME / DATE: STANDARD NOTES: (Unless Otherwise Specified)

ALL DIMENSIONS ARE IN INCHES

DRAWING INTERPRETATION DIMS. PER ASME-Y14.5M

REVISIONS: (Refer to dwg # revision sheet) REMOVE BURRS AND BREAK SHARP EDGES .005 - .015

| THREADS PER HANDBOOK H-28

DIMENSIONS ARE SHOWN AFTER PLATING 31d ANGLE PROJ.
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CHAMFER:
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TOLERANCE:

X£0.1"

XX £0.01"
XXX £ 0.005"
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