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D38999/24Z)35PA Datasheet

DiGi Electronics Part Number D38999/24ZJ35PA-DG
Manufacturer Souriau-Sunbank by Eaton
E I ' Manufacturer Product Number D38999/24Z)35PA
Description D38999/24Z)35PA
Fowering Busingss Workdwide
Detailed Description 128 Position Circular Connector Receptacle, Male P
ins Crimp

https://www.DiGi-Electronics.com

This model D38999/24Z)35PA is available at DiGi.Electronics.
DiGi Electronics offers a global database of semiconductor and electronic component datasheets.

We welcome yourinquiries regarding pricing, lead time, or other product-related questions.

[¥] Request a Quote @, Datasheet Search

Tel: +00 852-30501935
RFQ Email: Info@DiGi-Electronics.com

DiGi is a global authorized distributor of electronic components.


https://www.digi-electronics.com/en/products/detail/souriau-connection-technology/D38999/24ZJ35PA/10286994.html
https://www.digi-electronics.com/en/products/detail/souriau-connection-technology/D3899924ZJ35PA/10286994.html
https://pdf.digi-electronics.com/
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Purchase and inquiry

Manufacturer Product Number:
D38999/247)35PA

Series:

Military, MIL-DTL-38999 Series I
Connector Type:

Receptacle, Male Pins

Shell Size - Insert:

25-35

Mounting Type:

Panel Mount

Termination:

Crimp

Orientation:

A

Shell Material:

Aluminum

Contact Finish - Mating:

Gold

Ingress Protection:

IP67 - Dust Tight, Waterproof
Features:

Current Rating (Amps):

5A

Cable Opening:

Backshell Material, Plating:

Contact Finish Thickness - Mating:

50.0pin (1.27um)
Applications:

Aviation, Marine, Military

Environmental & Export classification

RoOHS Status:
RoHS non-compliant
ECCN:

EAR99

Manufacturer:
Souriau-Sunbank by Eaton
Product Status:

Active

Number of Positions:

128

Shell Size, MIL:

J

Mounting Feature:
Bulkhead - Front Side Nut
Fastening Type:
Threaded

Primary Material:

Metal

Shell Finish:

Black Zinc Nickel

Color:

Black

Material Flammability Rating:
Shielding:

Shielded

Voltage Rating:
Operating Temperature:
-65°C ~ 200°C

Contact Material:

Copper Alloy

Insert Material:
Thermoplastic

Base Product Number:

D38999/24Z7)

Moisture Sensitivity Level (MSL):
1 (Unlimited)
HTSUS:

8538.90.7040

DiGi is a global authorized distributor of electronic components.
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DiGi provide top-quality products and perfect service for customer worldwide through standardization, technological innovation and
continuous improvement. DiGi through third-party certification, we striciy control the quality of products and services. Welcome your RFQ to

Email: Info@DiGi-Electronics.com
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Tel: +00 852-30501935
RFQ Email: Info@DiGi-Electronics.com

DiGi is a global authorized distributor of electronic components.



