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0.56 Inch Four Digits Display

PACKAGE DIMENSIONS
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Note:
1.All Dimensions are in millimeters.
2.Tolerance is £0.25mm(0.010 ")Unless otherwise specified.
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@ 0.56 Inch Four Digits Display

EVERSTAR ESD'O56UW4BW'CAS1

REV:A/O

m it Pﬁ[!,ﬁj - FEATURES :
o [ Jut A AL
High intensity and reliability
o R~ ASIIE (S
High quality, Low power requirement and low cost
e IC ph4t ﬁ[ ~ phEf
IC compatible , Easy assembly
° ﬁ*ﬁ RoHS L]ﬁFE,[jQ
Meet RoHS EU Directive
° ﬁﬁjﬁi@ﬁt‘w 200V
ESD 200V

m it Pﬁ[!,?ﬁf: DESCRIPTION :
e 0.56 i~ Y b i;ﬁiﬁﬁ?
0.56 Inch Four Digits Display
o LA [

Common Anode
o BIfr B
Black face, Yellow segment
° faﬂ@fﬁl e
Luminous Color :
{4 White
o
Chips Materials
1. InGaN
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GDD 0.56 Inch Four Digits Display

| Wi fﬁlllﬁ-k’;ﬁ‘r%j‘é,j#'(@ (Ta: 25°C ) ABSOLUTE MAXIMUM RATINGS AT T.=25TC :
PARAMETER SYMBOL White UNIT
JoE Sl L) ur i
Power Dissipation Per Segment
PAD 70 mw
ST
Reverse Voltage Per Segment
- VR 5
MR
Continuous Forward Current Per Segment
. . IAF 30 mA
BN R ORT
Peak Forward Current Per
Segment(Duty-0.1,1KHz) IPF 100 mA
BN TR
Operating Temperature Range
o TOPTr -20C to 80°C
TR R
Storage Temperature Range
. Tstg -30°C to 85C
JH: s 35
Lead Soldering Temperature 260°C at 1.6mm From Body for 3 second
VL 260°C/3F)  FEEYTE (L 1.6mm I
| Wi fﬁ]!pt F“fij#’(f@ (Ta : 25°C ) ELECTRICAL/OPTICAL CHARACTERISTICS AT Ta=25C :
TEST
PARAMETER SYMBOL Color MIN TYP MAX UNIT
Y - CONDITION i B FEm | i
Ml s o i Sl ‘| 7 B il [ Bhb
d L W )
Forward
Voltage ,Per SR
VF IF=20mA i 3 3.2 3.5 \Y
Segment White
) &
Reverse Current
SN
Per Segment IR VR=5V ] 50 MA
. . White
R TR
Peak Emission
&N
Wavelength Ap IF=20mA ] nm
e 1 White
il
Luminous Intensity
SREN
Per Segment v IF=20mA ] 70 80 100 mcd
o White
2 p A
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0.56 Inch Four Digits Display
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EVERSTAR

ESD-056UW4BW-CAS1 REV:A/0

Farward Currentima)

(25°C Ambient Temperature Unless Otherwise Noted)
Fig.1 Relative Radiant Intensity VS. Wavelength
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