%2 (Part number system for led lamp)  302BUD ( & 3MM ¥ K ¥5)
4% & (Package Dimensions) Hif7: (Unit): mm

fm A (CHIP)
#MFE (Material) GaAsP
B (Color) B
g4k (Colloid)
#MFE (Material) &M G
Hifa (Color) BLUE
WRZ¥ (Absolute Maximum Ratings) (Ta=25C)
W HZ% (Parameter) 5 (Symbol) gk AL (Unit)
B ATh#E (Max Power Dissipation) Pum 70 mW
B ARIEFER (Max Continuous Forward Current) Irm 30 mA
BAKREHEE (Max Reverse Voltage) Vrm 5 v
B KB BB (Peak Forward Current) Irp 75 mA
P B /B E] (Lead Soldering Temperature/Time) TsoL 240/<3S C/S
TAE¥3E (Operating Temperature Range) Torr -257+85 C
REFEIRE (Storage Temperature Range) TsTrR -30"+85 C
Yes2% (Initial Electrical Optical Characteristics)

s B/ME | —E | BRE | B | TR

TiHZ¥ (Parameter) &
Symbol Min. Typ. Max. Unit | Condition

KB (Luminous Intensity) Iv 600 700 800 med | Ir=20mA
RItMHE (Viewing Angle) 201/2 / 30 / deg | I¥=20mA
(B K (Peak Wave Length) P / 460 / nm I¥=20mA
X% (Dominant Wave Length) A 460 462 465 nn | I=20mA
WP (Spectral Width at half height) A / 30 / nm Ir=20mA
EEHEE (Forward Voltage) Vr 2.8 2.9 3.0 v Ir=20mA
B (Reverse Current) Ir / / <30 A VR=5V
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